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50mm PERMEABLE LAYING COURSE
MATERIAL AS SPEC

100mm PERMEABLE CRUSHED STONE SUB
BASE

100mm MIN WELL COMPACTED HARDCORE

PERMEABLE GEO TEXTILE MATERIAL

PERMEABLE GEO TEXTILE MATERIAL

FOUNDATION DEPTH AND DESIGN TO
BE TO ENGINEERS SPECIFICATION.
REFER ENGINEERS DRAWINGS FOR
DETAIL
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Paving Build up  (from top down)
BIN STORE GATES

GATES TO BE CONSTRUCTED FROM 40x40x8mm
GALVANISED STEEL ANGLED SECTIONS. TIMBER
INFILL TO  CONSIST OF 75mm x 30mm ACCOYA TIMBER
BOARDS WITH CHAMFERED EDGES. JOINT BETWEEN
BOARDS TO LINE UP WITH THE GROUT LINES ON
BRICK WALLS. GATE TO BE BOLT LOCKED TO GROUND
AND TO OTHER GATE LEAF.
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COVER OF BIN STORE TO CONSIST OF
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WELDED TO 40x40x8mm GALVANISED
STEEL ANGLED SECTIONS AS SHOWN
IN ISOMETRIC A. BIN STORE COVER TO
BE BOLTED TO THE WALL AND THE
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Refuse Bins Stores
Ardclough Road, Celbridge, Co. Kildare
Proposed Housing Development at
Kildare County Council

KEY:

Refuse Storage

Type A [Individual]
Serving Mid Terrace units, without rear access
Shown thus:

Type B [Individual]
Serving End Terrace units, with rear access
Shown thus:
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