
NOTES GENERAL:
1. FIGURED DIMENSIONS ONLY TO BE TAKEN FROM THIS
DRAWING
2. ALL DRAWINGS TO BE CHECKED BY THE  CONTRACTOR
ON SITE
3. ENGINEER TO BE INFORMED BY THE CONTRACTOR
OF ANY DISCREPANCIES BEFORE ANY WORK COMMENCES
4. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH
RELEVANT DRAWINGS AND SPECIFICATIONS.
5. ALL LEVELS SHOWN RELATE TO ORDNANCE SURVEY
DATUM AT MALIN HEAD

Client:

Project:

Title:

Scale @ A1:

Prepared by: Checked: Date:

Project Director:

Drawing No.:

Revision:

Rev Date Description By Chkd.

Drawing Status:

TOBIN
C O N S U L T I N G   E N G I N E E R S

 

TOBIN Consulting Engineers,
Block 10-4, Blanchardstown Corporate Park,
Dublin 15, Ireland.
tel: +353-(0)1-8030406
fax:+353-(0)1-8030409
e-mail: dublin@tobin.ie
www.tobin.ie

Ardclough Road
Celbridge

ROADS & HARDSTANDING
DETAILS

SHEET 1 OF 2

AS SHOWN

P. FANNING M. CASEY MAY 2023

Brian Carroll

PLANNING

11162-2060 P01

P01 15/05/2023 ISSUED FOR PLANNING PF MC

1200

1200

KERBS AS SPECIFIED

DROPPER KERB

CENTRAL KERBS TO BE mm
ABOVE CARRIAGEWAY SURFACE

1:12

1600 MIN. FOR

PEDESTRIANS

(BUT SEE DWG 11162-6030 & 11162 6031)

FOOTHPATH AS SPECIFIED

CARRIAGEWAY AS SPECIFIED

FOOTPATH AS SPECIFIED

TYPICAL DROPPED KERB & TACTILE DETAIL
SCALE 1.50
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Tactile Notes:
· Tactiles to be laid 50mm of 3:1 semi-dry

sand:cement, on;
· 100mm semi-dry CBGM A, with a minimum

of 20N Strenght;
· Sand shall conform to BS 7533-4:2006.

1:12

FLAT TOP PINPRECAST
CONCRETE KERB TO IS 146

IN-SITU CONCRETE
HAUNCHING
MIX ST4

SUB-BASE MATERIAL

1:3 CEMENT/SAND MORTAR
BED

FLAT TOP PIN KERB
DETAIL

SCALE 1:25
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300

MiN CLEARANCE 450mm (URBAN)

PAVEMENT EDGE

30N20 CONCRETE TO
CLAUSE 1106 IN
FOUNDATION

POST CAP ON TYPICAL
75mmØ POST

TYPICAL ROAD SIGN
SCALE 1:20

INFORMATION SIGN NOTES:

1. ALL POSTS TO BE GALVANISED MILD STEEL TO B.S 729.

3. ENSURE THAT TOP OF POLE DOES NOT EXTEND ABOVE TOP OF SIGN.

4. CHECK THE UNDERGROUND SERVICES AT AN EARLY STAGE (AND
ACCOMODATE AS MAY BE NECCESSARY)

SIGNS TO BE AS PER THE TRAFFIC
SIGNS MANUAL
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Verge
GL Varies

Lighting duct
with draw wire

Main Contractor to allow for
backfilling of concrete sleeves
on both CCTV and Lighting Posts

POST HEIGHT         DIM 'X'                 DIM  'Y'

6m                            375mm                 1500mm

8m                            450mm                 2000mm
TYPICAL LIGHTING POST
FOUNDATION DETAIL
NTSTYPICAL PLAN OF FOOTPATH

TYPICAL FOOTPATH EXPANSION JOINT
- MIN @ 3M CTRS

TYPICAL DROP KERB DETAIL
SCALE 1:25

ADDITIONAL CONCRETE FOR
KERBS AND KERB BLOCKS WERE
REQUIRED

500
MIN

GRADE C 40 CONCRETE
KERB, U3 FINISH

50 M
IN

BUFF TACTILE PAVER

TYPICAL CONCRETE KERB  DETAIL
SCALE 1:25

ADDITIONAL CONCRETE
FOR KERBS AND KERB
BLOCKS WERE REQUIRED

500 MIN

GRADE C 40 CONCRETE
KERB, U3 FINISH
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Stone Fill 
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Concrete sleeve to be backfilled using leanmix concrete
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100MM MARGIN WITH BULLNOSE EDGE SURROUNDING CONC. SLAB
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SEE TYPICAL EXPANSION JOINTS FOR DETAILS
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FOOTPATH TO HAVE LIGHT BRUSHED SURFACE TO CLASS U4 FINISH 
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100mm MARGIN WITH BULLNOSE EDGE SURROUNDING CONC. SLAB
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125mm X 10mm COMPRESSIBLE BOARD WITH TAR SEALANT
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A252 MESH UNDER ACCESS WAYS TO DRIVEWAYS 
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100mm CONCRETE FOOTPATH (C28/35) ON 150mm CLAUSE 804 ON COMPACTED CLAUSE 6F1 TO SOLID FORMATION
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FOOTPATH LEVEL
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