
Engineered soil or amended soil
(soil-compost-sand mix)

Overflow outlet with simple flow
control

Infiltration

Suitable vegetation

Erosion control

Side slopes 1:3
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Item 1

Feature 1
Natural Boulders with Rounded Edges

All Play Equipment and Surfacing within the Play Areas, the extent of which is shown on
this plan is to be issued to Kompan Ireland Ltd for design risk assessment, installation
and inspection.
All play items and surfacing is to comply with EN1176 and EN1177.

Final inspection is to be carried out independantly by Play Servces Ireland Ltd (RoSPA
approved inspector) prior to use by the public.

Item 3
Crawl Pyramid

Item 2
Balance Posts

Feature 2
Natural Boulders with Rounded Edges

Play Surface
Safa Grass Safety Matting

Play Equipment & Surface Treatment Conformity

Recycled Composite seat with middle arm
rests on stainless steel frame
1950mm x 540mm x 450mm

150mm x 50mm x 915mm
precast concrete kerb
haunched in place

50mm dense bitumen
macadam 12mm guage

150mm final compacted sub
base

Tarmacadam Footpath Detail
Scale 1:20

PLANT HEIGHT AND SIZE AS
SPECIFIED ON THE PLANTING
SCHEDULE.

FORK OVER BASE AND SIDES OF PIT.

THE EXCAVATED HOLE IS TO BE
LARGE ENOUGH TO ACCOMMODATE
THE ROOT SPREAD.

MINI-CHIP BARK MULCH SPREAD TO
SURFACE OF PLANTING STRIP TO 50mm
DEPTH MINIMUM.

450mm

Shrub Planting Detail
Scale 1:25

GL

6mm GALV. MULTI-STRAND GUY WIRE.

3 No. X 75mm DIAM. PRESSURE
TREATED SOFTWOOD STAKES

NOTCHED FOR WIRE SUPPORT AND
DRIVEN AT AN ANGLE MIN. 1500mm.

CREATE SOIL SAUCER WITH TOPSOIL
150mm MIN.

HOSE PIPE.

U-BOLT.

FIT RABBIT GUARD.

CROWN OF ROOT BALL SHALL BEAR
SAME RELATION TO FINISHED GRADE
AS IT BORE TO REPVIOUS GRADE.
PLACE ON SUBGRADE PEDESTAL.

PINE BARK MULCH 75mm MIN.

FOLD DOWN OR CUT AND REMOVE
WRAP.
PREPARE SUBSOIL PEDESTAL.

NOMINAL SIZE OF PIT TO BE
1mx1mx750mm DEEP, TO BE A MIN. OF
300mm WIDER THAN ROOTBALL ON ALL
SIDES.

WATERING/LIQUID FERTILISER
FACILITATED BY 75mm DIA.

PERFORATED PLASTIC PIPE AROUND
ROOT BALL.

Tree Planting Detail, Conifer, 150-180cm.
Scale 1:50

EACH PLANT IS
FIXED TO THE WIRE
BY PLASTIC WIRE
TIES.

STRAINING POST 1500 X
100 MM X 100 MM
LOCATED AT 30M
CENTRES, ENDS AND
CHANGES IN DIRECTION.

INTERMEDIATE POSTS 1500 X 75 MM X
75MM POINTED AND TREATED WITH
PERSERVATIVE.

WIRES ARE FIXED AT THE BEGINNING
AND ENDS OF RUNS WITH A GALVANISED
STRAINING EYE BOLTS AND FIXED TO
INTERMEDIATE POSTS WITH
GALVANISED STAPLES.

GROUND LINE

60
0m
m

Hedgerow Planting Detail - with support fence.
Scale 1:25

RAIL SECURED WITH
2NR. GALVANISED
NAILS

SPLIT FACE OF
VERTICAL STAKE
STAKES AND RAIL TO
BE HALF-ROUND
150MM DIAMETER

END ELEVATION (not to scale)

2NO. 1.8M x 100MM DIA. STAKES,
PRESSURE TREATED. THE TREE IS TO BE
SECURELY SCREWED TO THE CROSSBAR AND TIED

CROSSBAR IS TO BE PRESSURE TREATED

TIES ARE TO BE SECURED TO ALLOW  MOVEMENT BUT
PREVENT DAMAGE TO THE TRUNK.

TREE ROOT SYSTEM

BUILT SIZE - DISH SHAPED
AS INDICATED. EDGES OF
PIT TO BE SCARIFIED
LEAVING AN OPEN
TEXTURED FACE

BARK MULCH LAYED TO
75MM MIN. DEPTH TO A
CIRCLE OF 0.5M RADIUS
AROUND BASE OF EACH

NOMINAL SIZE OF PIT
1.2.M x 1.2M x 0.75M

BACKFILLED SOIL

MECHANICALLY BRAKE UP
HARDENED SUB-GRADE
PRIOR TO ADDING
TOPSOIL

FIT RABBIT GUARD

4250mm

5000mm

USING FLEXIBLE RUBBER TIES.

 100 X 50MM PRESSURE TREATED SOFTWOOD.

Tree Planting Detail in soft landscape
Scale 1:50

WATERING/LIQUID FERTILISER
FACILITATED BY 75mm DIA.
PERFORATED PLASTIC PIPE AROUND
ROOT BALL. FIT CAP TO END OF PIPE.

REROOT BARRIER, 600MM
DEPTH TO ONE SIDE OR
BOTH DEPENDING ON
PRESENCE OF SERVICES
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m

Rain Garden Detail
Scale 1:50

Seating

0


